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8’ Starter Ramp Loop Guardrail

Features:
• 2” X 2” Aluminum Tube, ½” & 1 ¼” Schedule 40 
    & Aluminum Plate Construction
• Meets 200 lb. Side Load Impact Requirement
• 36” Intermediate Handrail
• 42” Continuous Handrail
•• 2” High Chairstop
• Infill Balusters Spaced Less Than 4” Apart 
• Jaw-Type Clamp Device Attaches To a Variety of Stages
• Side Mount & Thru Deck Attachment Available
• Requires No Tools For Installation
• Starter Ramp and Corner Sections Available
• Custom Designs Available

NEVER USE GUARDRAINEVER USE GUARDRAIL WITHOUT CLAMP DEVICE
   
Sizes / Weights:
• 2’ Long x 42” High ADA Guardrail   18 lbs.
• 3’ Long x 42” High ADA Guardrail   20 lbs.
• 4’ Long x 42” High ADA Guardrail   24 lbs. 
• 5’ Long x 42” High ADA Guardrail   32 lbs.
•• 6’ Long x 42” High ADA Guardrail   46 lbs.
• 7’ Long x 42” High ADA Guardrail   50 lbs.
• 8’ Long x 42” High ADA Guardrail   57 lbs.
• 8’ Long x 42” High ADA Ramp Guardrail  68 lbs.

Side Mount Guardrail Receivers allow attatchment to decks at 
low elevations.
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